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CONSTRUCTION NOTES:

I ALL STRUCTURES AND SITE IMPROVEMENTS MUST
BE INSTALLED ON IMPORTED FILL MATERIAL. DUE
TO THE LARGE NUMBER OF HISTORIC ARTIFACTS
FOUND IN THE AREA, THE REMOVAL OF NATIVE
MATERIAL IS PROHIBITED.

2. ANY UTILITIES DEPICTED ON THESE PLANS ARE IN
ACCORDANCE WITH THEIR ACHIEVED "QUALITY
LEVELS" AS DEFINED IN THE AMERICAN SOCIETY OF
CIVIL ENGINEER'S DOCUMENT ASCE 38,
"STANDARD FOR THE COLLECTION AND DEPICTION
OF EXISTING SUBSURFACE UTILITY DATA."

3. ALL WORK TO BE COMPLETED IN ACCORDANCE
WITH MPW &TH ADDITION.

4. OWNER WILL ESTABLISH INITIAL SURVEY CONTROL
AND ALIGNMENT GRADE STAKES. SEE TECHNICAL
SPECIFICATION O 1050, FIELD ENGINEERING FOR
ADDITIONAL CONTRACTOR SURVEYING
REQUIREMENTS.

5. CONTRACTOR SHALL DISPOSE OF ALL EXISTING
SERVICES (WATER HYDRANTS, SEWER
CONNECTION, ELECTRICAL BOXES, ETC.) OFFSITE.

EXISTING SHED
TO BE
REMOVED BY
OWNER.
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TYPICAL SECTION NO. 1
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ELECTRICAL SERVICE ——

4'X2" SKY LIGHT ON
SOUTH SIDE OF ROOF.
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